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Chain GLS SERIES

Innovative magnet end cap, easy intallation without screws;

Multi-corner connectors are available: 180 ° straight, L-type, 
T-type, X-type;

Built-in three-in-one dimming driver; 

Various of  customized services: customized colors, size, material 
and so on.
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LUMINAIRE PHOTOMETRIC for 1.2M 6000K

GLS0709

8mm

9mm

Flux out:348lm

1m 67,195lx 251cm

16,48lx 503cm

7,21lx 754cm

2,7lx

Height Eavg,Emax Angle:103deg Diameter

1258cm

1,3lx 1761cm

2m

3m

5m

7m
UNIT:cd

AVERAGE BEAM ANGLE(50%):105.1DEG  

C0/180  103.1°

C60/240  105.8°

C30/210  103.9°

C90/270  107.7°

Standard 

Optional

GLS0709-PR×1 GLS0709-EC×4 GLS0709-SM×8

2500mm

GD3120
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Recessed 
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LUMINAIRE PHOTOMETRIC for 1.2M 6000K

GLS1613

16mm

13mm

Flux out: 570lm

1m 110,320lx 251cm

27,80lx 503cm

12,35lx 754cm

4,12lx

Height Eavg,Emax Angle:103deg Diameter

1258cm

2,6lx 1761cm

2m

3m

5m

7m
UNIT:cd

AVERAGE BEAM ANGLE(50%):105.1DEG  

C0/180  103.1°

C60/240  105.8°

C30/210  103.9°

C90/270  107.7°

Standard 

Optional

GLS1613-PR×1 GLS1613-EC×4

2500mm

GD898

0
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GLS1613-SM×8

Recessed 
8mm
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LUMINAIRE PHOTOMETRIC for 1.2M 6000K

GLS1911K

19.7mm

19.6mm

Flux out: 877lm

1m 158,434lx 264cm

39,108lx 528cm

17,48lx 792cm

6,17lx

Height Eavg,Emax Angle:105deg Diameter

1321cm

3,8lx 1849cm

2m

3m

5m

7m
UNIT:cd

AVERAGE BEAM ANGLE(50%):124.7DEG  

C0/180  140.1°

C60/240  118.9°

C30/210  133.9°

C90/270  105.0°

Standard 

Optional

GLS1911K-PR×1 GLS1911K-EC×4 GLS1911-SM×8

2500mm

0
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Surface mounted  

GLS1911K-PY

15mm

GD8196 GCN1001/CN1003
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33mm

60mm

2500mm

UNIT:cd

AVERAGE BEAM ANGLE(50%):108.3DEG  

C0/180  107.0° C90/270  109.7°

Flux out: 819.9lm

1m 137.8,427.9lx 270.43cm

34.44,107.0lx 540.87cm

15.31,47.54lx 811.30cm

5.510,17.11lx

Height Eavg,Emax Angle:107.03deg Diameter

1352.17cm

2.811,8.732lx 1893.04cm

2m

3m

5m

7m

  

0

30
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DRIVER

GLS 3360

Standard 

Optional
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LUMINAIRE PHOTOMETRIC for 1.2M 6000K

GLS 3535

35mm

35mm

Flux out: 791lm

1m 153,444lx 251cm

38,111lx 503cm

17,49lx 754cm

6,17lx

Height Eavg,Emax Angle: 103deg Diameter

1258cm

3,9lx 1761cm

2m

3m

5m

7m
UNIT:cd

AVERAGE BEAM ANGLE(50%):105.1DEG  

C0/180  103.1°

C60/240  105.8°

C30/210  103.9°

C90/270  107.7°

Standard 

Optional

GLS3535-PR×1 GLS3535-EC×8

2500mm

Pendant 

GLS3535-SM×8

GLS3535-PY

19mm

GD8252 GCN1001/CN1003
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GLS4067

40mm

67mm

2500mm

Flux out:1415lm

1m 317.1,857.4lx 237.14cm

79.28,214.4lx 474.27cm

35.23,95.27lx 711.41cm

19.82,53.59lx

Height Eavg,Emax Angle:99.71deg Diameter

948.54cm

12.68,34.30lx 1185.68cm

2m

3m

4m

5m
UNIT:cd

AVERAGE BEAM ANGLE(50%):101.8DEG  

C0/180  99.7°

C60/240  102.8°

C30/210  100.7°

C90/270  103.9°

0
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-/+180
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-120

-90

-60

-30

0

180

360

540

720

900

Standard 

Optional

GLS4067-PR×1 GLS4067-EC×2

GLS4067-PY GLS4067-RE

GLS4067-CV×1 GLS4067-BK×3

GLS4067-180 GLS4067-L90WGLS4067-L90NGLS4067-L90 GLS4067-T90 GLS4067-X90

GLS4067-WL

LUMINAIRE PHOTOMETRIC for 1.2M 6000K

Recessed 
23mm

GD8280-20 GESD-V24-025SGDY8280-23

DRIVER

GLS4067-CL
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GLS5470

54mm

70mm

2500mm

Standard 

Optional

GLS5470-PR×1 GLS5470-EC×2 GLS5470-CV×1 GLS5470-BK×3

GLS5470-180 GLS5470-L90WGLS5470-L90NGLS5470-L90 GLS5470-T90 GLS5470-X90

GLS5470-PY GLS5470-RE

Flux out: 1499lm

1m 312.8,877.3lx 243.14cm

78.20,219.3lx 486.29cm

34.75,97.48lx 729.43cm

12.51,35.09lx

Height Eavg,Emax Angle:101.12deg Diameter

1215.71cm

6.384,17.90lx 1702.00cm

2m

3m

5m

7m
UNIT:cd

AVERAGE BEAM ANGLE(50%):103.0DEG  

C0/180  101.1° C90/270  104.9°

GLS5470-WL

Surface mounted
LUMINAIRE PHOTOMETRIC for 1.2M 6000K
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36.5mm

GD8280-34 GESD-V24-065SGDY8280-36

DRIVER

GLS5470-CL
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GLS7977

79mm

77mm

2500mm
Flux out: 0.5901lm

1m 616.5,1011lx 1.25cm

154.1,252.8lx 2.51cm

68.50,112.3lx 3.76cm

24.66,40.44lx

Height Eavg,Emax Angle:0.72deg Diameter

6.27cm

12.58,20.63lx 8.78cm

2m

3m

5m

7m
UNIT:cd

AVERAGE BEAM ANGLE(50%):108.3DEG  

C0/180  110.0° C90/270  106.6°

Standard 

Optional

GLS7977-PR×1 GLS7977-EC×2 GLS7977-CV×1 GLS7977-BK×3

GLS7977-180 GLS7977-L90WGLS7977-L90NGLS7977-L90 GLS7977-T90 GLS7977-X90

GLS7977-REGLS7977-PY

LUMINAIRE PHOTOMETRIC for 1.2M 6000K

Wall mounted

0
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-90
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62mm

GD8420-59 GESD-V24-100SGDY8420-62GLS7977-CL

D
RIVER
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LUMINAIRE PHOTOMETRIC for 1.2M 6000K

GLS10570

70mm

105mm
2500mm

UNIT:cd

AVERAGE BEAM ANGLE(50%):105.6DEG  

C0/180  104.5° C90/270  106.6°

Flux out: 2818lm

1m 509.4,1538lx 258.45cm

127.4,384.6lx 516.89cm

56.60,170.9lx 775.34cm

20.38,61.53lx

Height Eavg,Emax Angle:104.53deg Diameter

1292.23cm

10.40,31.39lx 1809.12cm

2m

3m

5m

7m

Standard 

Optional

GLS10570-PR ×1 GLS10570-EC×2 GLS10570-CV×1 GLS10570-BK×3

GLS10570-180 GLS10570-L90WGLS10570-L90NGLS10570-L90 GLS10570-T90 GLS10570-X90

GLS10570-REGLS10570-PY

30

60

90

120

150

-/+180

-150

-120

-90
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0

400

800

1200

1600
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GD8560-85 GESD-V24-100SGDY8560-88GLS10570-CL
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Chain GLS Series Installation

Step1: Main body installation: profile + driver + LED + cover + end cap

Step2: Installation of canopy

Pendant Diagram

+ -

POWE R

C lick!

Step 2

Step 1

300m m2500mm

220V

 Recessed Diagram 

Step1: Installation of main profile + driver + end cap

Step2: Embedded installation

Step3: Install light source + cover

Step4: Paint

DRIVER

DRIVER

DRIVER

DRIVER

DRIVER

DRIVER
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Step1: Profile fixed: profile + driver + end cap

Step2: Install LED + cover

Surface Mounted / Wall Mounted Diagram

Step1: Body installation;Profile + driver + LED + end cap + cover

Step2: Fixed roof/wall hanging clamp

Step3: Install profile body

Wall Mounted Diagram

DRIVER
D

RI
VE

R

DRIVER
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Chain Series Accessories Installation

Step1: install the end cap

Step2: install the cover

Step3: plug a small sub-mounting

End Cap Component Installation Diagram

Click

Buckle Diagram

Step1: Stick the strip on the carrier

Step2: Rotate 90 ° clamping

13
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Home Lighting    Commercial Lighting 

Office Lighting Industrial Lighting

Chain Series LED Linear Light
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